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3173.98 FG,

MATCH EXISTING

3174.06 FG,

MATCH EXISTING

3174.62 FG,

MATCH EXISTING

3174.69 FG

3174.02 FG,

FLOWLINE

3174.86 FG, MATCH EXISTING

3174.26 FG, MATCH EXISTING

CENTERLINE

3174.52 FG,

MATCH EXISTING

3173.74 FG, MATCH EXISTING

CENTERLINE

3173.52 FG,

FLOW LINE

3173.93 FG 3174.06 FG

3173.79 FG,

CENTERLINE

3174.44 FG,

MATCH EXISTING

CENTERLINE

3174.20 FG,

GRADE BREAK

N

CONTOUR INTERVAL = 1'

(PLOT SIZE = 11" x 17")

0

SCALE IN FEET

10 20

CONTOUR INTERVAL = 1'

(PLOT SIZE = 11" x 17")

&
ENGINEERS

PLANNERS

SURVEYORS

DESIGNER

DRAWN

CHECKED

PROJ. NO.

DATE

SURVEYED

DESCRIPTIONDATEREVISION

SHEET

OF

C.35C.21

-
--

DJ&A, P.C.

08/25/2020

7065

DP

BB

BB

INTERSECTION PLAN

CAMDEN STREET

MARY JANE BOULEVARD &

MULLAN BUILD

SAWCUT AND JOIN,

CITY OF MISSOULA STD-744

M
A
R
Y
 
J
A
N

E
 
B
O

U
L
E
V
A
R
D

M
A
R
Y
 
J
A
N

E

B
O

U
L
E
V
A
R
D

CAMDEN STREET

CAMDEN STREET

EXISTING PROPERTY/

RIGHT OF WAY LINE, TYP

EXISTING FIRE HYDRANT TO

BE REMOVED/RELOCATED

REMOVE EXISTING

STOP SIGN

REMOVE EXISTING

SIDEWALK

NOTES:

1. ALL ELEVATION CALLOUTS

ARE TO TOP BACK OF CURB (TBC), 

UNLESS OTHERWISE NOTED,

FG=FINISHED GROUND

2. ALL 5' BY 5' PEDESTRIAN LANDINGS AT

TOPS OF RAMPS ARE NOT TO EXCEED

1.5% IN ANY DIRECTION.

XXXX.XX

PROTECT EXISTING

3-PHASE JUNCTION

BOX IN PLACE

(OWNED BY NWE)

EXISTING 3-PHASE

JUNCTION BOX TO BE

REMOVED/RELOCATED;

MEC TO PROVIDE NEW

LAYOUT

PROTECT EXISTING

UNDERGROUND ELECTRIC

PRIMARY CIRCUITS IN PLACE

(NORTHERN PRIMARY OWNED

BY NWE, SOUTHERN PRIMARY

OWNED BY MEC); ESTIMATED

BURY DEPTH ~36"

EXISTING COMMUNICATION

PEDESTAL TO BE

REMOVED/RELOCATED;

CHARTER SPECTRUM TO

PROVIDE NEW LAYOUT

PROTECT EXISTING NATURAL

GAS LINE IN PLACE;

ESTIMATED BURY DEPTH

~36"(OWNED BY NWE)

SAWCUT AND JOIN,

CITY OF MISSOULA

STD-744

SAWCUT AND JOIN,

CITY OF MISSOULA STD-744

PROPOSED 90'

RIGHT OF WAY, TYP

LANDSCAPED

BOULEVARD, TYP

CURB RETURN FILLET,

CITY OF MISSOULA STD-708

ASPHALT BIKE LANE, TYP

CONCRETE SIDEWALK, TYP

CITY OF MISSOULA STD-752

SEE SECTION "I" FOR PAVEMENT

MARKINGS AND SIGNS

4' CONCRETE VALLEY GUTTER,

CITY OF MISSOULA STD-745

DETECTABLE WARNING PANEL, TYP

CITY OF MISSOULA STD-750

CURB RAMP, TYP

CITY OF MISSOULA STD-751-3

(6) THIS INTERSECTION

FLOWLINE, TYP

26.0'

26.1'

TEMPORARY CONSTRUCTION

EASEMENT, TYP

MATCH MARY JANE PLAN

AND PROFILE STATION

61+35, SEE SECTION

"D"

EXISTNG 80'

RIGHT OF WAY, TYP

CONCRETE BUFFER, TYP

CITY OF MISSOULA STD-752

CURB RAMP, TYP

CITY OF MISSOULA STD-751-4

(4) THIS INTERSECTION

CONCRETE ISLAND,

SEE SECTION "A" FOR DETAIL

BIKE RAMP, SIMILAR

TO CITY OF

MISSOULA STD 751-1

REMOVE EXISTING SIDEWALK

MATCH EXISTING SIDEWALK

MATCH EXISTING SIDEWALK

MATCH EXISTING SIDEWALK

MATCH EXISTING SIDEWALK

R30.0'

R30.0'

R30.0'

R30.0'

"L" TYPE CURB AND GUTTER,

CITY OF MISSOULA STD-741

PRELIMINARY 90% NOT FOR CONSTRUCTION
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3173.47 FG

3173.50 FG

3173.50 FG

3172.23 FG

3172.66 FG

3171.97 FG,

FLOW LINE

3171.95 FG,

FLOW LINE

3173.17 FG

3172.90 FG,

CENTERLINE

3173.15 FG

3172.39 FG,

CENTERLINE

3172.43 FG,

FLOW LINE

3172.42 FG,

FLOW LINE

-
0
.
6
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-
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.
7
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3173.47 FG

3173.14 FG,

CENTERLINE

3173.11 FG,

CENTERLINE

-3
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-3
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%

N

CONTOUR INTERVAL = 1'

(PLOT SIZE = 11" X 17")

0

SCALE IN FEET

10 20

CONTOUR INTERVAL = 1'

(PLOT SIZE = 11" X 17")

&
ENGINEERS

PLANNERS

SURVEYORS

DESIGNER

DRAWN

CHECKED

PROJ. NO.

DATE

SURVEYED

DESCRIPTIONDATEREVISION

SHEET

OF

C.35C.22

-
--

DJ&A, P.C.

08/25/2020

7065

DP

BB

BB

INTERSECTION PLAN

FUTURE ROAD @ STA 65+00

MARY JANE BOULEVARD &

MULLAN BUILD

EXISTING 80' RIGHT

OF WAY, TYP

NOTES:

1. ALL ELEVATION CALLOUTS

ARE TO TOP BACK OF CURB (TBC), 

UNLESS OTHERWISE NOTED,

FG=FINISHED GROUND

2. ALL 5' BY 5' PEDESTRIAN LANDINGS AT

TOPS OF RAMPS ARE NOT TO EXCEED

1.5% IN ANY DIRECTION.

XXXX.XX

PROPOSED 90'

RIGHT OF WAY, TYP

FUTURE

STREET

LANDSCAPED

BOULEVARD, TYP

M

A

R

Y

 
J

A

N

E

B

O

U

L

E

V

A

R

D

CURB RETURN FILLET,

CITY OF MISSOULA STD-708

ASPHALT BIKE LANE, TYP

CONCRETE SIDEWALK, TYP

CITY OF MISSOULA STD-752

SEE SECTION "I" FOR PAVEMENT

MARKINGS AND SIGNS

FUTURE

STREET

4' CONCRETE VALLEY GUTTER,

CITY OF MISSOULA STD-745

DETECTABLE WARNING PANEL, TYP

CITY OF MISSOULA STD-750

CURB RAMP, TYP

CITY OF MISSOULA STD-751-3

(12)THIS INTERSECTION

END-OF-ROADWAY BARRICADE, TYP

CITY OF MISSOULA STD-714

END-OF-WALKWAY  BARRICADE, TYP

CITY OF MISSOULA STD-762

MATCH MARY JANE PLAN

AND PROFILE STATION

65+41, SEE SECTION "D"

FLOWLINE, TYP

24.0'

24.0'

TEMPORARY CONSTRUCTION

EASEMENT, TYP

MATCH MARY JANE PLAN

AND PROFILE STATION

64+60, SEE SECTION "D"

CONCRETE BUFFER, TYP

CITY OF MISSOULA STD-752

R30.0'

R30.0'

R30.0'

R30.0'

PRELIMINARY 90% NOT FOR CONSTRUCTION
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3174.73 FG

3174.73 FG

3173.69 FG

3173.79 FG

3173.18 FG,

FLOWLINE

3173.24 FG,

FLOWLINE

3173.64 FG,

FLOW LINE

3173.68 FG,

FLOWLINE

3174.27 FG

3174.36 FG

3174.37 FG,

CENTERLINE

3174.19 FG,

CENTERLINE

3174.77 FG

3174.77 FG

3174.41 FG,

CENTERLINE

3173.60 FG,

CENTERLINE

N

CONTOUR INTERVAL = 1'

(PLOT SIZE = 11" X 17")

0

SCALE IN FEET

10 20

CONTOUR INTERVAL = 1'

(PLOT SIZE = 11" X 17")

&
ENGINEERS

PLANNERS

SURVEYORS

DESIGNER

DRAWN

CHECKED

PROJ. NO.

DATE

SURVEYED

DESCRIPTIONDATEREVISION

SHEET

OF

C.35C.23

-
--

DJ&A, P.C.

08/25/2020

7065

DP

BB

BB

INTERSECTION PLAN

FUTURE ROAD @ STA 67+00

MARY JANE BOULEVARD &

MULLAN BUILD

NOTES:

1. ALL ELEVATION CALLOUTS

ARE TO TOP BACK OF CURB (TBC), 

UNLESS OTHERWISE NOTED,

FG=FINISHED GROUND

2. ALL 5' BY 5' PEDESTRIAN LANDINGS AT

TOPS OF RAMPS ARE NOT TO EXCEED

1.5% IN ANY DIRECTION.

XXXX.XX

EXISTING 80' RIGHT

OF WAY, TYP

PROPOSED 90'

RIGHT OF WAY, TYP

FUTURE

STREET

LANDSCAPED

BOULEVARD, TYP

M
A
R
Y
 
J
A
N

E

B
O

U
L
E
V
A
R
D

CURB RETURN FILLET,

CITY OF MISSOULA STD-708

ASPHALT BIKE LANE, TYP

CONCRETE SIDEWALK, TYP

CITY OF MISSOULA STD-752

SEE SECTION "I" FOR PAVEMENT

MARKINGS AND SIGNS

FUTURE

STREET

4' CONCRETE VALLEY GUTTER,

CITY OF MISSOULA STD-745

DETECTABLE WARNING PANEL, TYP

CITY OF MISSOULA STD-750

CURB RAMP, TYP

CITY OF MISSOULA STD-751-3

(12)THIS INTERSECTION

END-OF-ROADWAY BARRICADE, TYP

CITY OF MISSOULA STD-714

END-OF-WALKWAY  BARRICADE, TYP

CITY OF MISSOULA STD-762

MATCH MARY JANE PLAN

AND PROFILE STATION

67+47, SEE SECTION "D"

FLOWLINE, TYP

24.0'

24.0'

TEMPORARY CONSTRUCTION

EASEMENT, TYP

MATCH MARY JANE PLAN

AND PROFILE STATION

66+54, SEE SECTION "D"

CONCRETE BUFFER, TYP

CITY OF MISSOULA STD-752

R30.0'

R30.0'

R30.0'

R30.0'

PRELIMINARY 90% NOT FOR CONSTRUCTION
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3174.41 FG

3174.42 FG

3174.09 FG,

MATCH EXISTING

3174.17 FG,

MATCH EXISTING

3174.87 FG,

MATCH EXISTING

3174.83 FG,

MATCH EXISTING

3173.65 FG,

FLOW LINE

3173.65 FG,

FLOW LINE

3173.18 FG,

FLOW LINE

3173.19 FG,

FLOW LINE

3173.89 FG

3173.89 FG

3173.80 FG,

MATCH EXISTING

CENTERLINE

3174.63 FG,

MATCH EXISTING

CENTERLINE

3174.16 FG,

CENTERLINE

3173.61 FG,

CENTERLINE

N

CONTOUR INTERVAL = 1'

(PLOT SIZE = 11" X 17")

0

SCALE IN FEET

10 20

CONTOUR INTERVAL = 1'

(PLOT SIZE = 11" X 17")

&
ENGINEERS

PLANNERS

SURVEYORS

DESIGNER

DRAWN

CHECKED

PROJ. NO.

DATE

SURVEYED

DESCRIPTIONDATEREVISION

SHEET

OF

C.35C.24

-
--

DJ&A, P.C.

08/25/2020

7065

DP

BB

BB

INTERSECTION PLAN

FLYNN LANE

MARY JANE BOULEVARD &

MULLAN BUILD

EXISTING RIGHT OF

WAY, TYP

M
A
R
Y
 
J
A
N

E

B
O

U
L
E
V
A
R
D

FLYNN LANE

EXISTING POWER POLE TO BE REMOVED/RELOCATED;

MEC TO PROVIDE NEW LAYOUT

REMOVE

EXISTING FENCE

NOTES:

1. ALL ELEVATION CALLOUTS

ARE TO TOP BACK OF CURB (TBC),

UNLESS OTHERWISE NOTED,

FG=FINISHED GROUND

2. ALL 5' BY 5' PEDESTRIAN LANDINGS AT

TOPS OF RAMPS ARE NOT TO EXCEED

1.5% IN ANY DIRECTION.

XXXX.XX

FLYNN LANE

PROTECT EXISTING

UNDERGROUND FIBER

OPTIC LINE IN PLACE;

ESTIMATED BURY DEPTH

~36" (OWNED BY LUMEN)

EXISTING TELEPHONE LINE TO

BE PROTECTED IN PLACE;

ESTIMATED BURY DEPTH ~36"

(OWNED BY CHARTER

SPECTRUM)

EXISTING COMMUNICATION PEDESTAL

TO BE REMOVED/RELOCATED; LUMEN

TO PROVIDE NEW LAYOUT

SAWCUT AND JOIN,

CITY OF MISSOULA

STD-744

SAWCUT AND JOIN,

CITY OF MISSOULA STD-744

SAWCUT AND JOIN,

CITY OF MISSOULA

STD-744

PROPOSED 90'

RIGHT OF WAY, TYP

LANDSCAPED

BOULEVARD, TYP

CURB RETURN FILLET,

CITY OF MISSOULA STD-708

ASPHALT BIKE LANE, TYP

CONCRETE SIDEWALK, TYP

CITY OF MISSOULA STD-752

SEE SECTION "I" FOR PAVEMENT

MARKINGS AND SIGNS

4' CONCRETE VALLEY GUTTER,

CITY OF MISSOULA STD-745

DETECTABLE WARNING PANEL, TYP

CITY OF MISSOULA STD-750

CURB RAMP, TYP

CITY OF MISSOULA STD-751-3

(14)THIS INTERSECTION

FLOWLINE, TYP

TEMPORARY CONSTRUCTION

EASEMENT, TYP

MATCH MARY JANE PLAN

AND PROFILE STATION

71+20, SEE SECTION "D"

EXISTING 80'

RIGHT OF WAY, TYP

CONCRETE BUFFER, TYP

CITY OF MISSOULA STD-752

546.1'

546.5'

R30.0'

R30.0'

R30.0'

R30.0'

REMOVE EXISTING INTERIM

ACCESS ASPHALT

REMOVE EXISTING INTERIM

ACCESS ASPHALT

MATCH MARY JANE PLAN

AND PROFILE STATION

70+30, SEE SECTION

"D"

PRELIMINARY 90% NOT FOR CONSTRUCTION
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FLOW LINE

3171.40 FG,

FLOW LINE

3172.73 FG

3172.07 FG

3173.07 FG

3172.47 FG
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08/25/2020

7065

DP

BB

BB

INTERSECTION PLAN

SUMMIT BEVERAGE

MARY JANE BOULEVARD &

MULLAN BUILD

NOTES:

1. ALL ELEVATION CALLOUTS

ARE TO TOP BACK OF CURB (TBC),

UNLESS OTHERWISE NOTED,

FG=FINISHED GROUND

2. ALL 5' BY 5' PEDESTRIAN LANDINGS AT

TOPS OF RAMPS ARE NOT TO EXCEED

1.5% IN ANY DIRECTION.
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PROPOSED 90'

RIGHT OF WAY, TYP

SUMMIT BEVERAGE ACCESS

LANDSCAPED

BOULEVARD, TYP

CURB RETURN FILLET,

CITY OF MISSOULA STD-708

ASPHALT BIKE LANE, TYP

CONCRETE SIDEWALK, TYP

CITY OF MISSOULA STD-752

SEE SECTION "I" FOR PAVEMENT

MARKINGS AND SIGNS

4' CONCRETE VALLEY GUTTER,

CITY OF MISSOULA STD-745

DETECTABLE WARNING PANEL, TYP

CITY OF MISSOULA STD-750

CURB RAMP, TYP

CITY OF MISSOULA STD-751-3

(6) THIS INTERSECTION

MATCH MARY JANE PLAN

AND PROFILE STATION

72+90, SEE SECTION "D"

FLOWLINE, TYP

34.0'

TEMPORARY CONSTRUCTION

EASEMENT, TYP

MATCH MARY JANE PLAN

AND PROFILE STATION

73+85, SEE SECTION "D"

EXISTING 80'

RIGHT OF WAY, TYP

R30.0'

R30.0'

PROTECT EXISTING

UNDERGROUND FIBER

OPTIC LINE IN PLACE;

ESTIMATED BURY DEPTH

~36" (OWNED BY LUMEN)

SAWCUT AND JOIN,

CITY OF MISSOULA

STD-744

REMOVE EXISTING INTERIM

ACCESS ASPHALT

PROPERTY LINE,

TYP

PRELIMINARY 90% NOT FOR CONSTRUCTION
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CENTERLINE
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3169.57 FG,

CENTERLINE

3170.48 FG

3170.25 FG,

CENTERLINE

3170.48 FG

3170.89 FG

3170.17 FG,

FLOW LINE

3169.12 FG,

FLOW LINE

3169.23 FG,

FLOW LINE

3170.10 FG,

FLOW LINE

3171.10 FG

3171.02 FG,

CENTERLINE
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PROJ. NO.

DATE

SURVEYED

DESCRIPTIONDATEREVISION
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OF
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DJ&A, P.C.

08/25/2020

7065

DP

BB

BB

INTERSECTION PLAN

VETERANS WAY/MARY JANE FLATS

MARY JANE BOULEVARD &

MULLAN BUILD

NOTES:

1. ALL ELEVATION CALLOUTS

ARE TO TOP BACK OF CURB (TBC),

UNLESS OTHERWISE NOTED,

FG=FINISHED GROUND

2. ALL 5' BY 5' PEDESTRIAN LANDINGS AT

TOPS OF RAMPS ARE NOT TO EXCEED

1.5% IN ANY DIRECTION.

XXXX.XX

VETERANS WAY

EXISTING FIBER OPTIC LINE TO

BE PROTECTED IN PLACE;

ESTIMATED BURY DEPTH ~36"

(OWNED BY LUMEN)

PROPOSED 90'

RIGHT OF WAY, TYP

LANDSCAPED

BOULEVARD, TYP

M

A

R

Y

 
J
A

N

E

B

O

U

L

E

V

A

R

D

CURB RETURN FILLET,

CITY OF MISSOULA STD-708

ASPHALT BIKE LANE, TYP

CONCRETE SIDEWALK, TYP

CITY OF MISSOULA STD-752

SEE SECTION "I" FOR PAVEMENT

MARKINGS AND SIGNS

MARY JANE FLATS

4' CONCRETE VALLEY GUTTER,

CITY OF MISSOULA STD-745

DETECTABLE WARNING PANEL, TYP

CITY OF MISSOULA STD-750

CURB RAMP, TYP

CITY OF MISSOULA STD-751-3

(8) THIS INTERSECTION

END-OF-ROADWAY BARRICADE, TYP

CITY OF MISSOULA STD-714

END-OF-WALKWAY  BARRICADE, TYP

CITY OF MISSOULA STD-762

MATCH MARY JANE PLAN AND PROFILE

STATION 78+82, SEE SECTION "D"

FLOWLINE, TYP

26.5'

TEMPORARY CONSTRUCTION

EASEMENT, TYP

MATCH MARY JANE PLAN AND

PROFILE STATION 77+81,

SEE SECTION "D"

36.5'

CURB RAMP, TYP

CITY OF MISSOULA STD-751-4

R25.0'

R30.0'

R30.0'

R25.0'

SAWCUT AND JOIN,

CITY OF MISSOULA

STD-744

EXISTING 80'

RIGHT OF WAY, TYP

PRELIMINARY 90% NOT FOR CONSTRUCTION
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3173.89

MATCH EXISTING

3174.18 FG

3175.15 FG

3175.10 FG

CENTERLINE

3175.11 FG

3175.49 FG

3175.73

MATCH EXISTING

3174.99 FG

FLOW LINE

3175.58

MATCH EXISTING

ASPHALT

3173.68

MATCH EXISITNG

ASPHALT

3173.69 FG

FLOW LINE

>>>>>>>>>>>
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PROJ. NO.
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SURVEYED
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SHEET
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DJ&A, P.C.

01/15/21

7065

DP

BB

BB

INTERIM STOP CONTROL

WEST BROADWAY STREET

MARY JANE BOULEVARD &

MULLAN BUILD

SAWCUT AND JOIN,

MATCH WEST BROADWAY

EXISTING GRADE

NOTES:

1. ALL ELEVATION CALLOUTS

ARE TO TOP BACK OF CURB (TBC),

UNLESS OTHERWISE NOTED,

FG=FINISHED GROUND

2. CURB RETURNS TO BE MODIFIED

IN THE FUTURE TO ACCOMMODATE

ADA LAYDOWNS AND RAMPS
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SAWCUT AND JOIN,

MATCH WEST BROADWAY

EXISTING GRADE

WEST BROADWAY STREET

CURB RETURN FILLET, PER

MDT DETAILED DRAWING

609-00

CONCRETE VALLEY GUTTER,

PER MDT DETAILED

DRAWING 609-00

CONCRETE CURB AND

GUTTER, PER MDT DETAILED

DRAWING 609-05

CONCRETE CURB, PER MDT

DETAILED DRAWINGS

609-00 & 609-05

TEMPORARY MEDIAN CONCRETE

CURB TYPE A, PER MDT

DETAILED DRAWING 609-10

CONCRETE BUFFER, TYP

ASPHALT BIKE LANE, TYP

CONCRETE SIDEWALK, TYP

PROPOSED 90'

RIGHT-OF-WAY, TYP

MATCH MARY JANE NORTH

PLAN AND PROFILE

STATION 80+96, SEE

SECTION "D"

ASPHALT

SEE SECTION "I" FOR PAVEMENT

MARKINGS AND SIGNS

R33.0'

R48.0'

MULLAN BUILD

PROJECT LIMITS

MULLAN BUILD

PROJECT LIMITS

EXISTING WEST

BROADWAY STRIPING

END-OF-WALKWAY BARRICADE, TYP

CITY OF MISSOULA STD-762

END-OF-WALKWAY BARRICADE, TYP

CITY OF MISSOULA STD-762

TEMPORARY MEDIAN CONCRETE

CURB TYPE A, PER MDT

DETAILED DRAWING 609-10

FLEXIBLE SURFACE-MOUNTED

DELINEATORS SPACED AT 50', PER

MDT DETAILED DRAWING 619-40

2.0' SHY DISTANCE

SEE DETAIL ABOVE FOR

TEMPORARY CURB TERMINATION

TEMPORARY CURB TERMINATION DETAIL

TEMPORARY MEDIAN CONCRETE

CURB TYPE A, PER MDT

DETAILED DRAWING 609-10

50.0'

4.0' GAP

CURB TAPER = 55:1

FLEXIBLE SURFACE-MOUNTED

DELINEATORS SPACED AT 50', PER

MDT DETAILED DRAWING 619-40

EDGE OF

EXISTING

ASPHALT

PRELIMINARY 90% NOT FOR CONSTRUCTION




